
4154

Multi-purpose epoxy based resin repair 
system designed to be mixed with readily 
available aggregates, such as sand, 
quartz or crushed stone, and suited for 
repairs performed on horizontal surfaces 
as leveling material to fill large uneven 
surfaces, deep holes and cracks. It bonds 
strongly to brick, concrete, natural stone 
and other surfaces.

Belzona 4154 offers a cost-effective, 
safe and easy to apply repair solution to 
concrete damaged by impact, vibration, 
chemicals or environmental attack while 

providing a long service life and fast 
return to service.

Applications carried out with Belzona 
4154 must be top coated with a Belzona 
repair mortar or a Belzona protective 
coating to meet the needs of the 
operating environment.

Belzona 4154 is part of the Belzona 4100 
series of high performance epoxy based 
resins and repair mortars. For more 
information consult the Belzona 4100 
series leaflet.

www.belzona.com

Bulkfill Resin

TECHNICAL DATA*

*Please consult the Product Specification Sheet and Instructions for Use for latest technical data

Mixing Ratio (Base:Solidifier)
6.7 : 1 by weight

Working Life
30 minutes

Shelf Life
5 years

Pull Off Adhesion (ASTM D4541)
Dry concrete: >500 psi (3.45 MPa)*
*Cohesive failure of substrate

Compressive Strength (ASTM D695)
13,000 psi (89.63 MPa) after 7 day cure 
at 22°C (72°F)

Coverage Rate
1.0 m2 (10.7 ft2) / 3.25 kg 
at a thickness of 12.7 mm (0.5 in) mixed 
with 22.5 kg (50 lb) of aggregate

Flexural Strength (ASTM D790)
11,800 psi (81.36 MPa) after 7 day cure 
at 22°C (72°F)

Shore D Hardness (ASTM 2240)
81

Cure Time
Full mechanical hardness after 24 hour 
cure at 22°C (72°F)



•	 Floors

•	 Ramps

•	 Stairways

•	 Walkways

•	 Chemical storage 
areas

•	 Loading docks

•	 Machinery and 
production areas

•	 Aisles

•	 Roads

•	 Chemical containment 
areas

•	 Sidewalks

•	 and many more!

APPLICATIONS

•	 Easy to mix and apply

•	 High adhesion to a variety of substrates

•	 100% solids

•	 No shrinkage irrespective of thickness applied

•	 Can be mixed with a variety of locally sourced 
aggregates
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